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Our ref. : LR L2017-007 

 

Subject:  UL Certificate of compliance for UTO connectors with their contacts.  

 

 

Champagné, 26th June  2017. 

 

Mrs, Mr, 

Following the tests that we have performed in UL organism, we confirm that UTO serie 

connectors are UL recognized components in conformity with  UL 1977 & CSA-C22.2 n°182.3 

standards, respectively ECBT2 and ECBT8 categories. 

 

Component – Connectors for use in data , signal, control and power applications. 

 

 Connectors UTO Series:   

- Project 12CA14828 May 29, 2012  (Vol 1 sec 8) 

- Service Request 1827288.351623 Revised: July 31, 2003  (Vol 1 sec 13) 

- Service Request 1827288.351623 March 3, 2006  (Vol 1 sec 15) 

- Service Request 1827288.351623 January 25, 2011  (Vol 1 sec 19) 

 

Please find on the following pages , the UL certification of compliance and the rated current 

qualified according to connector part number  

Best regards, 

 

 

Céline COUSIN 

Qualité développement 
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1. UTO Series OVERVIEW 
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2. UTO  Serie  

a. UL certification: 
Report E169916-20161129 : UL1977 - CAN/CSA C22.2 No. 182.3 
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Report E169916-20000810 : UL1977 
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Report E169916-20140714 : UL1977 
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Report E169916-20140714 : UL1977 
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b. Rated current qualified according to connector part number and 
contact. 

 

Cat. Nos. 
No. of 

poles 

Crimp 

Contact 

Size 

Machined 

Crimp 

Contact 

Conductor 

Sizes, 

AWG Str 

Voltage, 

Vac 

Ampere, A 

UL CSA 

UT0-1412 
UT071412PH660 
UT071412SH660 
UT061412PH02 
UT061412SH02 

12 16 
RM16M23K 

RC16M23K 
16 500 10 7 

12 16 
SM16M1S6 

SC16M1S6 
16 500 10 7.5 

UT0-142G1 
UT07142G1PH6 

3 

(power) 
3.55 82911683N 10 600 44  

UT0-148, 
UT00148PH 
UT00148PH6 
UT00148SH 
UT00148SH6 
UT06148PH02 
UT06148PH 
UT06148SH02 
UT06148SH 
UT07148PH 
UT07148PH601 
UT07148PH6 
UT07148SH 
UT07148SH601 
UT07148SH6 

4 

(power) 
#12 

82911464A/ 

82911465NA 
14 600 25 17 

4 

(signal) 
#16 

RM16M23K 

RC16M23K 
20 600 5 5 

UT0-1492 
UT001492PH 
UT001492PH6 
UT001492SH 
UT001492SH6 
UT001492SWH 
UT001492SXH 
UT001492SYH 
UT011492SH 
UT061492PH02 
UT061492PH 
UT061492PXH 
UT061492PYH 
UT061492SH02 
UT061492SH 
UT061492SWH 
UT071492PH01 
UT071492PH 
UT071492SH 

12 #16 
RM16M23K 

RC16M23K 
16 500 10 7 

12 #16 
SM16M1S6 

SC16M1S6 
16 500 10 7.5 



  

Page 8 

Cat. Nos. 
No. of 

poles 

Crimp 

Contact 

Size 

Machined 

Crimp 

Contact 

Conductor 

Sizes, 

AWG Str 

Voltage, 

Vac 

Ampere, A 

UL CSA 

UT0-2030 
UT002030PH 
UT002030PH6 
UT002030SH 
UT002030SH6 
UT002030SWH 
UT002030SXH 
UT012030SH 
UT062030PH02 
UT062030PH 
UT062030SH 
UT072030PH 
UT072030PH6 
UT072030SH01 
UT072030SH 
UT072030SH6 

30 #16 
RM16M23K 

RC16M23K 
16 500 5 5 

UT0-2238 
UT002238PH 
UT002238PH6 
UT002238PWH 
UT002238PWH6 
UT002238PXH 
UT002238PXH6 
UT002238SH 
UT002238SH6 
UT062238PH 
UT062238SH 
UT062238SWH 
UT062238SXH 
UT072238PH 
UT072238PH6 
UT072238SH 
UT072238SH6 

38 #16 
RM16M23K 

RC16M23K 
16 500 5 5 

 

These devices have not been tested for interrupting the flow of current by connecting or disconnecting 

the mating connector. These devices should be used only where they will not interrupt the flow of 

current. 
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3.  Qualification report associated 
 

JQP2012-070 :  Extract of UL report “UTO“ Serie E169916  

 Volume 1 section 8 
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4. Crimp Tooling  

 
 

 
 

 


