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8D36 series :  

38999 S III Lanyard Release Plug

Technical Features : 

Mechanical :
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Climatic :
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Electrical :
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Ordering Information

Souriau Part Number

* For type 3,5 & 6, please consult us.

Equivalent  MIL DTL 38999 / 36 Part Number

* For type 3,5 & 6, please consult us.

Lanyard Code

BASIC SERIES 8D 36 W E 20 P N 4 …
Specification sheet number 36 : MIL DTL 38999 / 36

Plating W : olive green cadmium

F  : nickel

Lanyard Lenght Code See page 5

Insert arrangement See table page 8 for  size 25 -  38999 contact layout

Contact type P : pin          A : Male connector supplied without contacts 

S : socket     B : Female connector supplied without contacts 

Orientation N : normal

A - B - C - D  (see table page 7)

Type * 1 :  MIL DTL 38999 / 36  type 1   (see page 4)

4 :  MIL DTL 38999 / 36  type 4

Specification None - Delivered with contacts

L -        Delivered without contacts

8D36 series :  

38999 S III Lanyard Release Plug

BASIC SERIES D38999/ 36 W E 20 P N 4
Specification sheet number 36 : MIL DTL 38999 / 36

Plating W : olive green cadmium

Lanyard Lenght Code See page 5

Insert arrangement 20, see table page 8 for 25-20 38999 contact layout

Contact type P : pin

A : Male connector supplied without contacts 

Orientation N : normal

A - B - C - D  (see table page 7)

Type 1 :  MIL DTL 38999 / 36  type 1   (see page 4)

4 :  MIL DTL 38999 / 36  type 4
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Contact Layout

8D36 series :  

38999 S III Lanyard Release Plug


