
Hermetic Connectors with Stand-offs

All Circular Series
Hermetic Receptacles with Stand-offs

Adapted to harsh
environment

Stand-offs directly machined into the connector.
Excellent grounding of the PCB to the connector
shell through the stand-offs.
Excellent vibration and shock resistance: PC tail 
to PCB stresses are eliminated by the stand-offs.

Easy and robust PCB mount feature for any circular hermetic receptacle.

W
D

SH
ER

M
SO

W
U

SE
N

01
 ©

 C
op

yr
ig

ht
 S

O
U

RI
A

U
 O

ct
 2

01
9 

- 
SO

U
RI

A
U

 is
 a

 re
g

is
te

re
d

 t
ra

d
em

ar
k.

A
ll 

in
fo

rm
at

io
n 

in
 t

hi
s 

d
oc

um
en

t 
p

re
se

nt
s 

on
ly

 g
en

er
al

 p
ar

tic
ul

ar
s 

an
d

 s
ha

ll 
no

t 
fo

rm
 p

ar
t 

of
 a

ny
 c

on
tr

ac
t.

 A
ll 

rig
ht

s 
re

se
rv

ed
 t

o 
SO

U
RI

A
U

 fo
r 

ch
an

g
es

 w
ith

ou
t 

p
rio

r 
no

tifi
ca

tio
n 

or
 p

ub
lic

 a
nn

ou
nc

em
en

t.
 A

ny
 d

up
lic

at
io

n 
is

 p
ro

hi
b

ite
d

, u
nl

es
s 

ap
p

ro
ve

d
 in

 w
rit

in
g

.

Compact Hermetic receptacle compact design maintained 
with a profile smaller than the double flange 
version.

User friendly
Easy to assemble

3 fixing screws.
No need of additionnal PCB fixing tool when
soldering the contacts.

PCB

PC tails

Stand-offs

Fixing screws


